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A-110 and A-110-5P 
LONG LIFE LUBRICATING FLUIDS 

 
Applications: 
 
A-110 was developed to provide outstanding performance in powdered bearings, hydraulic systems and gear cases.   
 
A-110-5P was developed jointly with the research and development team of a powder metal manufacturer for the 
purpose of improving the base oil lubricating properties of A-110.  A-110-5P has been fortified with colloidal graphite.  
This graphite fortified version tested for 7,700 hours at ambient temperatures, 25,000 PV (pressure velocity)  at 
1,000 RPM and 835 hours at 205°F, 18,000 PV (pressure velocity) at 1,000 RPM without failure.  
 
Typical Industrial Applications: 
 

 Impregnating Lubricant 
 Hydraulic Systems 
 Gear Cases 

 Appliances 
 Business Machines 
 Power Tools 

 
Performance Benefits: 
 

 Effective at higher temperatures 
 Extremely good rust and oxidation protection – actually sheds water 
 Longer life than many conventional petroleum products 
 Outstanding wear protection 
 Excellent oxidation stability 
 Compatible with many plastics 
 A-110-5P: Containers should be mixed before opening or using for even dispersement 

 
 
 

TYPICAL PROPERTIES TEST 
METHOD A-110 A-110-5P 

ISO Grade ASTM D2422 32 32 

Viscosity @ 40°C,cSt ASTM D445 32 32 

Viscosity @ 100°C,cSt ASTM D445 5.25 5.25 

Viscosity Index ASTM D2270 95 95 

Flash Point, °C/°F ASTM D92 >200/392 >200/3992 

Pour Point, °C/°F ASTM D97 -24/-11 -24/-11 

Specific Gravity ASTM D1298 0.87 0.87 
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